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Description

8159xA/S Modular Optical

Switches

Agilent's 8159xA/S modular optical switches route light in single mode optical fibers from

the input to several output ports. They are a family of plug-in modules for Agilent's

Lightwave Solution Platform 8163A/B, 8164A/B, 8166A/B. Their high flexibility within

this modular test platform make them ideal as test and measurement equipment for

signal routing in automated test environments. Available configurations are 1x2, 2x2 and

1x4.
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Product Comparison - 8159xA/S Modular Optical Switches

 81591A 81591S 81592A 81592S 81594A 81594S 81595A 81595S

Switch type 1x2 1x2 dual 2x2 1x4

Connectivity angled straight angled straight angled straight angled straight

Wavelength range 1270-1650 nm

Insertion loss
< 0.8 dB excluding connectors

< 1.2 dB (typ. 0.8 dB) including connectors

< 1.0 dB excluding connectors

< 1.4 dB (typ. 1.0 dB) including connectors

Polarization dependent loss
< 0.07 dB < 0.07 dB < 0.20 dB < 0.14 dB

Return loss typ. 60dB typ.45dB typ. 60dB typ. 45 dB typ. 60dB typ. 45 dB typ. 60dB typ. 45 dB

Repeatability < +/- 0.005 dB < +/- 0.005 dB < +/- 0.005 dB < +/- 0.01 dB

Crosstalk typ. –70 dB

Switching time typ. 10 ms typ. 10 ms typ. 15 ms typ. 15 ms

Maximum input power 300 mW
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Artisan Technology Group is an independent supplier of quality pre-owned equipment 

Gold-standard solutions 
Extend the life of your critical industrial, 

commercial, and military systems with our 

superior service and support. 

We buy equipment 
Planning to upgrade your current 

equipment? Have surplus equipment taking 

up shelf space? We'll give it a new home. 

Learn more! 
Visit us at artisantg.com for more info 

on price quotes, drivers, technical 

specifications, manuals, and documentation. 

Artisan Scientific Corporation dba Artisan Technology Group is not an affiliate, representative, or authorized distributor for any manufacturer listed herein. 

We're here to make your life easier. How can we help you today? 
(217) 352-9330 I sales@artisantg.com I artisantg.com 


